i
-::j
bt

KREUTER

_ - i
Hns-
G |48} DRA. 11T}
WIUMTING HOUES (2} —

Reset Volume
Control

KMC| umracronne

INSTALLATION
CALIBRATION
SHEET

CSC-3011

DIMENSIONS

PUESH OF COMRECTIONS - |
FOR 3NE~ LM L0
FE TUBING 65F

" GAGE [AP CAF

LS LDOSEN SEREW TO

17531

1155 CHANGE DAMFER ACTHIN
T [SIFPLIED IF M.0. FOSITIORE

ALTEANI
MOUKIR
SLot

Jim-
19.84)

WITH 51647 HEX ALLEN WRERLH
[FELR AQFSFOAS HAVE KROER

SPECIFICATIONS

QUTPUT SENSITIVITY: 5 psi/0.02" w.g. (.35 bar/
Slmmw.g.)

DAMPER ACTION: Factory set @ M.O.,
Field adjustable for M.C. {orM.0O.)

THERMOSTAT ACTION: Direct or revarse action for
heating or cooling

MAIN AIR PRESSURE: 15 to 30 psig (1.04 to 2.07 bar)

AIR CONSUMPTION: 1.0 scth @ 20 psig (472 |/min
@ 1.38 bar)

WEIGHT: 11 ounces without packaging

AMBIENT LIMITS: +40/+120°F operating (+4/+49°C)
-40/+140°F shipping (-40/+60°C}

CIFFEREMTIAL PRESSURE RAMGE: 0 to 1.0 w.g.
(0to25.4mmw.q.)

MINIMUM SET POINT RANGE: 0 to 1.0" w.g.
(0 to 25.4 mm w.g.)

MAXIMURM SET POINT RANGE: Minimum to 1.0" w.g,
(25.4 mm w.g.}

RESET PRESSURE 3PAN: Factory set @ 5.0 psig
{.35 bar),
Field adjustable 0.0 o
10.0 psig
(0.0 to .69 bar)

RESET START POINT: Factory set @ 8.0 psig (.55
bar), Field adjustable 0.0 to
10.0 psig (0.0 to 6% bar)
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INSTALLATION

1. Select damper action. Damper aclion is factory set at
NO. To field select NC, loosen damper seleclion swilch
screw and align NC pointer with damper pointer and
lighten sCrew.

2 Attach bracket either vertically or horizontally to
mounling surface. Horizontal is prelerred, vertical is
acceplable, any other posilion is nol recommended.

3. Insert controller into its bracket. Controller may face
down, face up, lace left, or face right. If controller's LO
STAT DP and HI STAT DF were adjusted on a lest
stand/bench then the controller must be mounted in tha
same position that the adjustments were made or the
controller will require readjustmeant,

4. Pipe lhe controller, - Connect podt B to the damper
actuator.
Connect port M to the clean, dry main air.
Caonnect port T 1o the thermostat oulput.
Connect port H to the total pressure tap on the air flow

SEnNsor.
Coninect port L to the static pressure tap on the air flow
SeNsor.
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CALIBRATION
1. DIRECT ACTING COOLING OR REVERSE ACTING
HEATING
a.  AdjustLO STAT DP to the desired minimum air flow
limit with 0 PSI {or a pressure less than the reset start
paint) at port T,
b Adjust HI STAT DP to the desired maximum air low
limit with 20 psi (or a pressure greater than the reset
start point plus resel span) at port T,
2 REVERSE ACTING COOLING OR DIRECT ACGTING
HEATING.
a. AdjustLOSTAT DP tothe desired maximum air flow
limit with 0 PSl (or a pressure less than the reset start
point} at port T.

b, Adjust HI STAT DP to the desired minimum air flow
limit with 20 PS) {or a pressure greater than the reset
starl point plus resel span) at port T.

Note: Reset Start is faclory set at 8 PSI. To field adjust
another Reset Starl, connect an accurale gauge
lo the G port. Regulate thermostat pressure, to
port T, to the desired staripoint pressure. Adjust
Rasel Start to indicate 0 PSI on G port gauge and
then adjust Resst Start lo indicate a pressure
slightly higher than 0 PSI. i.e. 0.1 PSL

Heset Span is factory set at S PSI. To field adjust a different
Resel Span connect an accurate gauge lo the G port.
Regulate thermostal pressure, to port T, to 20 PSI. Adjust
Reset Span to indicate the desired span on G port gauge.
Resel Span adjustments will affect the HI STAT DP. Resel
Span must be adjusted first or HI STAT QP will require
readjustment. Deviation from the factory set 5.0 PSI reset
span will elfeci the differential pressure range of 1.0" W.G. of
the CSC-3011. Anincrease or decrease of the reset span will
directly and proportionally effect the differential pressure
range.

LO STAT DP adjsstment will affect the HI STAT DP. LO
STAT DP must be adjusted first or the HI STAT DP will
require readjustment.

MAINTENANCE

The CSC-3011 contraller requires no maintenance, but its operation will be enhanced by careful installation and

calibration.
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